
For more information visit www.hosatech.com or call 1-800-255-7527

Hosa Technology has interconnected electronic devices for over 30 years. In addition to audio and video cables, Hosa also offers a comprehensive 
assortment of DMX cables for visual effects devices. From small setups using one controller and a series of spotlights to larger rigs with multiple 
effects units and sequences, Hosa can make the chain for all your DMX universes.
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DMX512 Adaptors
Use these when interconnecting devices of differing 
pin configurations

DMX-000 Series DMX512 Cable
5-pin XLR, 4-conductor cable
Ideal for devices capable of sending additional data via 
the two extra conductors

DMX-500 Series DMX512 Cable
5-pin XLR, 2-conductor cable
Ideal for transmitting DMX512 data between most devices 
equipped with 5-pin XLR jacks

DMX-300 Series DMX512 Cable
3-pin XLR, 2-conductor cable
Ideal for transmission of DMX512 data between devices 
equipped with 3-pin XLR jacks

DMX512 Terminators
Eliminate problems before they arise by using a terminator 
at the end of each DMX chain



Specifications

Impedance 110-ohm

Conductors 24 AWG x 2 OFC

Conductor Strands 41/0.08mm

Insulation 1.5 mm Ø PE

Shield TC Braid

Jacket 5.5 mm Ø PVC

Connectors Hosa XLR5M to XLR5F

Pins 4 and 5 are not wired

DMX-500 Series DMX512 Cable
Length Model

3 ft DMX-503

5 ft DMX-505

10 ft DMX-510

20 ft DMX-520

25 ft DMX-525

30 ft DMX-530

50 ft DMX-550

100 ft DMX-5100

24 AWG OFC Conductor

PE Insulator

Cotton

TC Braided Shield

Lubricated Paper

PVC Outer Jacket

DMX-300 Series DMX512 Cable
Length Model

3 ft DMX-303

5 ft DMX-305

10 ft DMX-310

15 ft DMX-315

20 ft DMX-320

25 ft DMX-325

30 ft DMX-330

50 ft DMX-350

100 ft DMX-3100

24 AWG OFC Conductor

PE Insulator

Cotton

TC Braided Shield

Lubricated Paper

PVC Outer Jacket Specifications

Impedance 110-ohm

Conductors 24 AWG x 2 OFC

Conductor Strands 41/0.08mm

Insulation 1.5 mm Ø PE

Shield TC Braid

Jacket 5.5 mm Ø PVC

Connectors Hosa XLR3M to XLR3F

DMX-000 Series DMX512 Cable
Specifications

Impedance 120-ohm

Conductors 24 AWG x 4 OFC

Conductor Strands 19/0.12 mm

Insulation 1.7 mm Ø PE

Shield TC Braid

Jacket 7.5 mm Ø PVC

Connectors Hosa XLR5M to XLR5F

Length Model

5 ft DMX-005

10 ft DMX-010

25 ft DMX-025

50 ft DMX-050

100 ft DMX-100

Foil

24 AWG OFC Conductor

PVC Outer Jacket

Lubricated Paper

TC Braided Shield

Cotton

PE Insulator


